
Accessories

Actulux Universal Line Monitoring
Type UniMon for non-Actulux actuators



FEATURES
Power supply: 24VDC

Input resistance: 27kΩ

Max 8A total

Size (LxWxH): AP9 (86x86x39mm)

Size (LxWxH): K2 (105,6x105,6x48,5mm)

Material: White plastic box

IP rating: IP54

Silicone cable: Not included

Meets requirements: EN12101-2 / EN60335-1 / EN50130-4           Marking: CE

Product number: 121030 (UniMon 24V S) / 121031 (UniMon 24V L)

Actulux A/S | Haandvaerkervej 2 | DK-9560 Hadsund | Tel.: +45 98 57 40 90 | info@actulux.com | www.actulux.com

ADVANCED ELECTRONIC 
UniMon is an advanced Actulux 
electronic product, used to line 
monitor non-Actulux actuators with 2 
wires only.
UniMon is delivered in a discreet 
plastic box, which also functions as 
a link between the supply and the 
actuators.

#121030 UniMon 24V S
AP9 junction box (86x86x39mm) 
Input terminals: 6mm2

#121031 UniMon 24V L
K2 junction box (105,6x105,6x48,5mm) 
Input terminals: 10mm2
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LD1 Actuator open (red). Lit when actuator is opening.
LD2 Actuator closing (green). Lit when actuator is closing.
LD3 Weather sensor active (red). Lit when weather sensor is active.
LD4 Line failure actuator (red). Lit for line failure on actuator.
LD5 Line failure fire switch (red). Lit for line failure on fire switch.
LD6 Line failure smokesensor (red). Lit for line fail. on smokes.
LD7 BUS failure (red). Lit when local unit is not recieving signal.
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Set J11 for batteri backup
of terminal 23
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Extra relay print #111655
provides 4 additional
potential free switches
each 30V 0,5A
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10 KΩ
J1

Fire switch type BVT.
Fit J1 in last BVT for
line monitoring (only last sensor) Connection diagram SVM24

Drawing: 211704 P
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Remove resistors when
mounting priorityswitch

To start communication
LD3 + LD2 flashes for
5 sec. when flatcable
is connected.

LD1 (power) will
illuminate when power is on.
If LD2 (fireswitch) illuminates
linefault on fireswitch.
If LD3 (fireclose) illuminates
linefault on fireclose.
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Max. Torque 0.5 Nm

See page 12}

Terminal   1      2      3

UniMon (#121030) Non-Actulux actuators

Next UniMon


