
Lastafbrydere til JM-DC Spindelmotorer
Type LA og LIP

Tilbehør

Specielle
Egenskaber og Fordele:
•	 Effektiv JM-DC motorbeskyttelse mod overbelastning
•	 Elektronisk endestop for JM-DC motorer
•	 Tilslutningsspænding 24 VDC +4/-2V 

LIP6 & LIP7 valgfri tilslutningsspænding 24/48 VDC
•	 Mulighed for 2-leder linjeovervågning med LIP6 og LIP7 
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Varenr. Model Klemmestørrelse Spænding
IND

Spænding 
UD

Strømforbrug Antal
udgange

Tætnings-
grad

Størrelse
LxBxH
(mm)

99300002 LA-1 (0,5A) max. 4 mm2 tråd
max. 2,5 mm2 flerkoret

24 VDC

24 VDC

0,5 A
1

IP54

85x85x39
99300003 LA-1 (0,8 – 1,1A) 0,8 A / 1,1 A

99300011 LA-TR (2 x 0,5 A) max. 2,5 mm2 tråd
max. 1,5 mm2 flerkoret

2 x 0,5 A
2 104x104x48

99300010 LA-TR (2 x 0,8 / 1,1A) 2 x 0,8 A / 1,1 A

99300013 LA-2 (2 x 1,1A)
max. 2,5 mm2 tråd
max. 1,5 mm2 flerkoret

230 VAC 2 x 1,1 A 2 160x120x78

99300016 LA-3 (0,8 – 1,1A)
max. 2,5 mm2 tråd
max. 1,5 mm2 flerkoret

24 VDC 3 x 0,8 A / 1,1 A 3 104x104x48

CFJ04306 LIP7 for JM-DC
max. 10 mm2 tråd
max. 6 mm2 flerkoret 24 / 48 

VDC
24 / 36 
VDC

1,1A / 0,55A 1
100x100x50

CFJ06333 LIP6 for JM-DC
max. 4 mm2 tråd
max. 2,5 mm2 flerkoret

2 x 1,1A / 0,55A 2
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Short description
With the ventilation power supply LA-2 two 
24 V motors (type JM-DC) can be controlled 
via a 230 V AC- supply line. By a separate 
“Open” and “Close” control this control can 
be supplied through two control lines plus 
a zero line.

The LA-2 is provided with an internal over-
current disconnection for each output. Both 
24 V drives are switched off with a load cur-
rent > 1,1 A.

Through the two jumpers a switch-off re-
lationship is programmed between both 
drives. When one motor is switched off 
in the “Open” direction, the other drive is 
also switched immediately. For the “Close” 
direction there is no relationship, because 
the closure of both drives is ensured.

Technical data
Type
Ventilation power supply LA-2
switch-off current per motor
1,1 A
connection terminals
cable max. 2,5 mm2 rigid, 
max. 1,5 mm2 flexible with wire end sleeve
colour
housing pure white, 
similar to RAL 9 010 (pure white)
weight
1 150 g
max. duty cycle
3 minutes (ED = 20 %)
protection class
IP 54 (protected against spray water)
temperature range
-20 °C to +60 °C
power supply voltage
230 V AC 50 Hz 63 VA 
24 V DC 
Ü < 40 V
 

Connection diagram

spindle motor  JM-DC

phase „Close“
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Venting power supply  LA-2
power supply

VENTILATION POWER SUPPLY LA-2

Order designation: Ventilation power supply LA-2

Nominal voltage:
Cut-off current:
Temperature range:
Protection class::
Manufacturer date:

230 V AC / 63 VA
2 x 0,8 A
-20 °C to +60 °C
IP 54

JOFO Pneumatik GmbH
Eulenweg 14 - 20
33758 Schloß Holte-Stukenbrock

Venting power supply 
LA-2
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*LIP6 og LIP7 for JM-DC er intelligente strømbegrænsere, der ved forsyning fra Actulux Styrecentraler SVM, SV og SVL 
giver mulighed for 2-leder linjeovervågning og valgfri forsyningsspænding 24/48 VDC.	

LIP6*			       LIP7*	

SINGLEDRIFT: Lastafbryder type LA-1 ved 24V er strømbegrænsere der sikrer max. strøm 0,8 A (1,1A) 
som tilføres JM-DC, og virker således som elektroniske endestop.

TANDEM - OG TRIPLEDRIFT: LA-TR og LA-3 ved 24V beskytter motorerne i både åben- og lukkeretning.
Åben: Hvis én motors strømforbrug overstiger 0,8A (1,1A) bliver begge motorer frakoblet. Derved undgår man 
beskadigelse af ovenlyset / vinduet.
Luk: Hvis én motors strømforbrug overstiger 0,8A (1,1A) bliver denne motor frakoblet og den anden motor frakobles med 
en forsinkelse på 0 s - 10 s (fabriksindstilling ca. 5 s). Dette sikrer fuldstændig lukning af ovenlyset / vinduet.

LA-2 er en komplet 230VAC komfort ventilations styring med indbygget lasafbryder, der kan forsyne op til 2 stk.  
JM-DC spindelmotorer.	
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